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LIQUID PENETRANT 
EXAMINATION REPORT 

Report No        :  

Request No    :  

Page No.           :  

Client :  
 

Project No : Location :  
 

Order / Drg No: 
 

Mark / Item No:  Material : 
 

Reference procedure Specification :  Surface condition:  
 

Acceptance Criteria :  
 

Surface Temp:  Thickness: 

Liquid Penetrant Testing Equipment WELD JOINT SKETCH 

PT Technique :  
Penetrant Type:  

 

Manufacturer :  
Cleaner (PT remover): 

 

Manufacturer :  
Developer : 

 

Manufacturer :  
Method description 
Pre - cleaning Method:  

Penetrant Application :  
 

Dwell time:  
Developer Application : 

 

Developing Time:  
  Light intensity              : Lighting Equipment : 

Order No. 
/Drg. No Item/Mark Joint No. Welder 

No. 
Tested 
Length Evaluation Result Remarks 

        
        
        
        

        
        
        
        
        
        

        
        
        
Note: P: Porosity     C:Crack     CP: Clustered Porosity      S: Slag      IP: Incomplete Penetration  LF: Lack of fusion   UC: Undercut 
 
 NDT Inspector Approved by Witnessed by 

Name    

Signature    

Level    

Date    

 

 
 


